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t The 101 collection presents the ultimate finesse in realistic natural 

and abstract designs that have been created with state of the art 

production techniques and processes to create the most realistic 

and natural material expression in luxury vinyl tiles.

H I G H  P E R F O R M A N C E  L U X U RY  V I N Y L  T I L E S

THICKNESS  TEST ING DATA

CHEMICAL  &  STA IN  RES ISTANCE  DATA REPORT

ICC RATING:

SMOKE DENSITY:

CRITICAL RADIANT FLUX:

STATIC LOAD LIMIT 3,000 PSI:

STATIC LOAD LIMIT 2,000 PSI:

STATIC LOAD LIMIT 1,000 PSI:

HEAVY METAL CONTENT ANALYSIS:

ELECTROSTATIC PROPENSITY OF CARPETS:

FLEXIBILITY OF RESILIENT

 FLOORING MATERIALS:

RESISTANCE TO CHEMICALS 

OF RESILIENT FLOORING:

DYNAMIC COEFFICIENT OF 

FRICTION OF HARD SURFACE FLOORS:

THICKNESS OF RESILIENT FLOORING 

MATERIALS HAVING FLAT SURFACES:

DIMENSIONAL STABILITY OF RESILIENT 

FLOORING AFTER EXPOSURE TO HEAT:

SHORT TERM INDENTATION & RESIDUAL 

INDENTATION OF RESILIENT FLOORING:

5% ACETIC ACID

70% ISOPROPYL ALCOHOL

MINERAL OIL

5% SODIUM HYDROXIDE

5% HYDROCHLORIC ACID

5% AMMONIA

BLEACH

5% PHENOL 

GASOLINE

SULFURIC ACID

KEROSENE

OLIVE OIL

ASTM E492

ASTM E662

ASTM E648

ASTM F970

ASTM F970

ASTM F970

ASTM F963

AATC 134

ASTMF137

ASTMF925

ANSI B101.3

ASTMF386

ASTM F2199

ASTM F1914
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N/A

Passes < 450

Class 1

0.012”

0.008”

0.003”

Clear

Max Avg: 1.3kv Negative

Passes 6.0mm Mandrel

Chemical & Stain Resistance 

Superior Performance

D.C.O.F.   0.46

0.102”

0.002” per 12” length

0.006” per 12” width

0.008”

N/A

Passes < 450

Class 1

0.015”

0.011”

0.005”

Clear

Max Avg: 1.7kv Negative

Passes 15.0mm Mandrel

Chemical & Stain Resistance 

Superior Performance

D.C.O.F    0.47

0.205”

0.009” per 12” length

0.007” per 12” width

0.004”

TECHNICAL DATA

STAINING AGENT

RATING KEY: 0 -  NO CHANGE, 1 -  SLIGHT CHANGE, 2 -  MODERATE CHANGE, 3 -  SEVERE CHANGE

ASTM

SURFACE 
DULLING

SURFACE 
DULLING

SURFACE 
ATTACK

5 MIN

SURFACE 
ATTACK

24 HR

COLOR
CHANGE

COLOR
CHANGE

2.5mm 5mm
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1. ALMOND |  2.  GREYHOUND |  3.  GANDALF |  4.  TUMBLEWEED

1.

1.

3.

3.

2.

2.

4.

4.
1.  HERITAGE |  2.  BRAMBLE |  3.  BLONDE |  4.  FROST

CHARCOAL LAVA MINK
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1. STELLAR |  2.  FELT |  3.  LATTE  |  4.  SANDCASTLE |  RAVEN

1. SHADE |  2.  SAND |  3.  GOLDEN |  4.  COOLING

CHROMATE
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1. BISCUIT |  2.  BLANCHED WOOD |  3.  PEWTER |  4.  GRAPHITE

GLACIER OYSTER

CYPRESS HARBOR GREY
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1. SALTMARSH |  2.  HEATH POINT |  3.  WARREN
4. ROSE DUNE |  5.  GIBRALTAR |  6.  NORTHUMBERLAND

1. SHADE |  2.  SAND |  3.  GOLDEN |  4.  COOLING
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